Technological University Dublin

ARROW@TU Dublin
Articles

Photonics Research Centre

2021

Strain-, Curvature- and Twist-Independent Temperature Sensor
Based on a Small Air Core Hollow Core Fiber Structure
Dejun Liu
Technological University Dublin, dejun.liu@tudublin.ie

Wei Li
Shenzhen University, Shenzhen 518060, China

Qiang Wu
Nanchang Hangkong University, Nanchang 330063, China

See next page for additional authors

Follow this and additional works at: https://arrow.tudublin.ie/prcart
Part of the Electrical and Computer Engineering Commons

Recommended Citation
Liu, D., Li, W. & Wu, Q. (2021). Strain-, Curvature- and Twist-Independent Temperature Sensor Based on a
Small Air Core Hollow Core Fiber Structure. Optics Express, vol. 29, no. 17, 26353. doi:10.1364/OE.433580

This Article is brought to you for free and open access by
the Photonics Research Centre at ARROW@TU Dublin. It
has been accepted for inclusion in Articles by an
authorized administrator of ARROW@TU Dublin. For more
information, please contact arrow.admin@tudublin.ie,
aisling.coyne@tudublin.ie, gerard.connolly@tudublin.ie.
This work is licensed under a Creative Commons
Attribution-Noncommercial-Share Alike 4.0 License

Authors
Dejun Liu, Wei Li, Qiang Wu, Fengzi Ling, Ke Tian, Changyu Shen, fangfang Wei, Gerald Farrell, Yuliya
Semenova, and Pengfei Wang

This article is available at ARROW@TU Dublin: https://arrow.tudublin.ie/prcart/35

Research Article

Vol. 29, No. 17 / 16 August 2021 / Optics Express 26353

Strain-, curvature- and twist-independent
temperature sensor based on a small air core
hollow core fiber structure
D EJUN L IU , 1,7 W EI L I , 1,7 Q IANG W U , 2,3 F ENGZI L ING , 1 K E
T IAN , 4 C HANGYU S HEN , 5 FANGFANG W EI , 6 G ERALD
FARRELL , 6 Y ULIYA S EMENOVA , 6 AND P ENGFEI WANG 1,4,*
1 Key Laboratory of Optoelectronic Devices and Systems of Ministry of Education and Guangdong Province,

College of Physics and Optoelectronic Engineering, Shenzhen University, Shenzhen 518060, China
2 Key Laboratory of Nondestructive Test (Ministry of Education), Nanchang Hangkong University,
Nanchang 330063, China
3 Department of Mathematics, Physics and Electrical Engineering, Northumbria University, Newcastle
Upon Tyne NE1 8ST, United Kingdom
4 Key Lab of In-fiber Integrated Optics, Ministry Education of China, Harbin Engineering University,
Harbin 150001, China
5 Institute of Optoelectronic Technology, China Jiliang University, Hangzhou 310018, China
6 Photonics Research Centre, Technological University Dublin, Kevin Street, Dublin 8, Ireland
7 These authors contribute equally
* pfwang@szu.edu.cn

Abstract: Cross-sensitivity (crosstalk) to multiple parameters is a serious but common issue
for most sensors and can significantly decrease the usefulness and detection accuracy of sensors.
In this work, a high sensitivity temperature sensor based on a small air core (10 µm) hollow
core fiber (SACHCF) structure is proposed. Co-excitation of both anti-resonant reflecting
optical waveguide (ARROW) and Mach-Zehnder interferometer (MZI) guiding mechanisms in
transmission are demonstrated. It is found that the strain sensitivity of the proposed SACHCF
structure is decreased over one order of magnitude when a double phase condition (destructive
condition of MZI and resonant condition of ARROW) is satisfied. In addition, due to its compact
size and a symmetrical configuration, the SACHCF structure shows ultra-low sensitivity to
curvature and twist. Experimentally, a high temperature sensitivity of 31.6 pm/°C, an ultra-low
strain sensitivity of −0.01pm/µε, a curvature sensitivity of 18.25 pm/m−1 , and a twist sensitivity
of −22.55 pm/(rad/m) were demonstrated. The corresponding temperature cross sensitivities to
strain, curvature and twist are calculated to be −0.00032 °C/µε, 0.58 °C/m−1 and 0.71 °C/(rad/m),
respectively. The above cross sensitivities are one to two orders of magnitude lower than that
of previously reported optical fiber temperature sensors. The proposed sensor shows a great
potential to be used as a temperature sensor in practical applications where influence of multiple
environmental parameters cannot be eliminated.
© 2021 Optical Society of America under the terms of the OSA Open Access Publishing Agreement

1.

Introduction

Optical fiber sensors (OFSs) have attracted tremendous interest for the detection of changes
in physical and bio-chemical parameters in a variety of applications due to their inherent
advantages such as high sensitivity, compact size, fast response, good resistance to electromagnetic
interference, and capability to work in harsh environments [1]. At present the range and complexity
of the application areas for optical fiber sensors has been rising and cross-sensitivity to multiple
parameters has become an increasingly important issue since it can render some sensors unusable
in some cases or can significantly decrease the detection accuracy of a sensor. There is thus a
strong demand for sensors with high sensitivity to the target parameters, but low cross-sensitivity
#433580
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to other ambient parameters. In the past decades, a lot of effort have been invested in developing
optical fiber sensors to address the issue of cross-sensitivity by employing customized fiber
sensor structures and hybrid structures which provide compensation techniques [2–9].
Temperature is one of the key measurement parameters that is most frequently encountered in
a wide range of applications from civil engineering, petrochemical industries, bioengineering
to mechanical engineering [1]. In many temperature measurement environments, there is also
the presence of unavoidable strain, curvature/bending and twist/torsion effects. For example in
civil engineering structures, as temperature changes, thermal expansion of structural elements
can occur which in a structure can result in a change in strain or bending, which in turn can be
detected by an attached temperature sensor which has a cross sensitivity to strain or bending.
A number of fiber structures have been proposed for temperature measurement such as fiber
Bragg gratings (FBGs) [10–11], Fabry-Perot interferometers (FPIs) [12–13], Mach–Zehnder
interferometers (MZIs) [3–7], and Sagnac interferometers [14–15]. A good example is a MZI
which provides simple fabrication and high sensitivity when used as a temperature sensor, but
it suffers from high cross sensitivities to strain, curvature/bending and twist/torsion. Recently,
a few MZIs have been proposed for strain independent temperature measurement based on
modified singlemode-multimode-singlemode (SMS) structures by using a seven-core fiber, a
suspended-core fiber, a small core photosensitive fiber, multiple sections of singlemode and
multimode fibers, and a photonic crystal fiber [3–7], but these fiber structures are demonstrated
with high cross sensitivity to curvature [16–19]. To date, there has been no temperature sensors
proposed with a high resistance to all above three parameters (strain, curvature and twist).
Recently, hollow core fiber (HCF) and functionalized HCF which guide light through AntiResonant Reflecting Optical Waveguide (ARROW) effect have been intensively investigated
as a temperature and strain sensor [20–21], a curvature sensor [22], and a twist sensor [23].
Most recently, excitation of multiple light guiding mechanisms in HCF has been increasingly
popular in sensing of multiple parameters and various sensor structures have been proposed. For
example, Gao et al. proposed a self-temperature-calibrated gas pressure sensor by sandwiching
a short section of HCF between two SMFs to form a SMF-HCF-SMF (SHS) structure, both
FPI and ARROW guiding mechanisms are demonstrated in reflection [24]. Ni et al. reports
the excitation of ARROW and MZI guiding mechanisms using a single hole twin eccentric
core fiber, simultaneous measurement of curvature and temperature was realized by tracking
the power and wavelength shift of the resonant dip [25]; Zuo et al. incorporated two sections
of multimode fibers (MMFs) into SHS structure to produce a SMF-MMF-HCF-MMF-SMF
(SMHMS) structure, both ARROW and MZI guiding mechanisms were excited within the
sensor structure and simultaneous measurement of temperature and strain was experimentally
achieved [26]. Cheng et al. proposed a hybrid fiber structure by fabricating two up-tapers at the
splicing points between SMFs and HCF in the SHS structure to excite ARROW and MZI guiding
mechanisms, the cross sensitivity between temperature and curvature can be distinguished by
tracking the wavelength shift of MZI dip and intensity variation of ARROW dip [27]. It is noted
that most of the reports on SHS structure to date are based on a big air core (usually bigger
than 20 µm) HCF (BACHCF) structure where only ARROW guiding mechanism is excited. To
introduce other light transmission mechanism, for example MZI, traditional SHS structure needs
to be modified. However modification of SHS structure is usually complex and may decrease
its reproducibility. For example, the shape of up-taper is usually difficult to control due to the
variations in arc power and arc position, which could introduce a significant change in mode
coupling from SMF to HCF.
By varying both the air core diameter of HCF and fusion splicing power between SMF and
HCF, different light guiding mechanisms can be excited within the SHS structure [28], and
accordingly its sensing properties can be tuned further. In this paper, co-excitation of both
ARROW and MZI guiding mechanisms in SHS structure is realized by employing a small air core
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(10 µm) HCF (SACHCF). Compared to above mentioned single hole twin eccentric core fiber
structure, SMHMS structure and SHS structure combined with two up-tapers, the SACHCF based
SHS structure is much more compact and easier in fabrication. It is found that the wavelength
shifts of the dips produced by ARROW and MZI guiding mechanisms differ in sign when strain
is applied. When a double phase matching condition (destructive condition of MZI and resonant
condition of ARROW) is satisfied in the proposed SACHCF structure, dips produced by two
mechanisms overlap, the overlapped dip shows a 50 times lower strain sensitivity of −0.01
pm/µε while its temperature sensitivity around room temperature (31.6 pm/°C) is nearly doubled
compared to that of a BACHCF structure [20–21]. Due to its compact size and a symmetrical
configuration, the SACHCF structure also shows ultra-low sensitivities to curvature and twist. In
addition, the sensor could work in a wide measurement range, the sensor head has a length of
only a few hundreds of microns, it offers the potential of higher spatial resolution for temperature
measurement.
2.

Experimental setup

Experimentally, an SACHCF (Fiberguide Industries CAP010/150/24 T) with an inner air core
diameter of 10 µm and outer cladding diameter of 126 µm was used. The proposed sensor
structure was fabricated by fusion splicing a short section of an SACHCF between two singlemode
fibers (SMFs). The splicing power and time were carefully controlled to avoid collapse of the
air core. Figures 1(a) and (b) show a schematic diagram of the proposed SACHCF structure
and two optical microscope images of the prepared sensor samples with HCF lengths of 707
µm and 866 µm, denoted hereafter as S-707 and S-866, respectively. Light transmission within
such an SACHCF is illustrated with arrows in Fig. 1(a) where the blue and red arrows indicate
different light guiding principles of ARROW and MZI, respectively. The experimental setup for
the measurement of temperature, stain, curvature and torsion is shown in Fig. 1(c). The fiber
structure was fixed in a straight line on a manual translation stage and a fiber rotator. The strain
and curvature measurements were realized by moving the translation stage in opposite directions.
Curvature calculation is based on the following equation [29]:
√︄
24x
C=
(1)
(L0 − x)3
where x is moved distance of the translation stage, L0 is the initial distance between the two
moving stages. The twist measurement was achieved with a fiber rotator and the temperature
test was carried out by placing the sensor structure on a hot plate. Light from a broadband
supercontinuum source (SC-YSL) (SC) was launched into the SACHCF based structure and the
transmitted light was interrogated by an OSA (Yokogawa AQ6370D).
The light guiding mechanism in an HCF structure can be analyzed using the ARROW model
where light is confined and transmitted inside the air core when the anti-resonance condition is
satisfied in the silica cladding [24]. If the resonance condition is satisfied, light will leak into the
surrounding environment, producing periodic dips in the transmission response. The resonant
AR ) and the corresponding free spectral range (FSR) between two adjacent resonant
wavelength (λm
dips (FSRAR ) can be predicted with the following equations [30]:
√︂
2t 2
AR
λm
=
n − n20
(2)
m 1
FSRAR =

λm λm+1
√︂
2t n21 − n20

(3)
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Fig. 1. (a) A schematic diagram and (b) optical microscope images of the proposed SACHCF
structure; (c) experimental setup for measurements of multiple parameters.

where n1 and n0 are the refractive indices of the silica cladding and air core of the HCF, t is the
thickness of the silica cladding and m is the resonance order (m is a nonnegative integer). In this
work, n1 and n0 are assumed to be 1.45 and 1.0 respectively.
An MZI guiding mechanism is excited when the core diameters of the HCF and the SMF
are comparable in magnitude [31]. For a typical SMF, the mode field diameter (MFD) of the
fundamental modal is around 10.4 µm [31]. When the MFD is bigger than the air core diameter
of the HCF, a portion of the light from the SMF propagates in the air core of the SACHCF while
the remaining portion of light is coupled into the silica cladding. These two distinct light portions
recombine and interfere with each other at the end of the SACHCF at the output SACHCF-SMF
interface, so that the structure forms an MZI. The operation of this MZI can be explained with a
MZ ) and the corresponding
“two-beam optical interference model”, where the resonant dips (λm
FSR between any two adjacent dips in the transmission spectrum can be derived as [32]:
MZ
λm
= 2△neff L/(2m + 1)

FSRMZI =

λm λm+1
△neff L

(4)
(5)

where ∆neff is the difference between the effective refractive indices of the two interfering modes
and L is the interference length which is the length of SACHCF section, in effect the sensor head
in this structure.
3.

Results and discussion

To investigate the light guiding mechanism, sensor samples with HCF lengths of 707 µm and
866 µm were placed in air and in water, respectively, their transmission spectra were recorded
and the results are shown in Fig. 2. Strong periodic dips with small variations in their central

Research Article

Vol. 29, No. 17 / 16 August 2021 / Optics Express 26357

wavelengths (less than 0.5 nm) are excited in air for both samples with a FSR of circa 21 nm at
1570 nm. Clearly these strong dips are produced by the ARROW effect as the dip wavelengths
are independent of the sensor length and the fact that the measured FSR is well matched with the
theoretical value (20.3 nm) calculated by Eq. (3).

Fig. 2. Measured transmission spectra of S-707 and S-866 in air and water.

Some small spectral ripples are also present in the transmission spectra in air. To identify the
origin of these small ripples, the sensor heads of both samples were immersed in water. Since it
is known that the ARROW dips are significantly reduced in water [33], the spectral dips that
remain in water can only be caused by the MZI effect. Experimentally as expected, the strong
dips disappear in water while the small ripples remain. These ripples have a lower FSR value
which decreases with an increase in the HCF length. The sensor samples S-707 and S-866
have FSR values of 7.7 nm and 6.2 nm at 1600 nm respectively, which matches well with the
theoretically calculated values of 8.0 nm and 6.6 nm using Eq. (5). Note that the strength of MZI
dips increases with the length of HCF section, but the superposition of the multiple ARROW dips
and MZI dips increases the difficulty in distinguishing between different types of transmission
dips for a longer HCF sample.
Figure 3 shows the fast Fourier transform (FFT) spatial frequency spectra corresponding to the
measured transmission spectra in Fig. 2. A number of major spatial frequency peaks (labelled
A1, A2, A3, A4; B1, B2, B3, B4; C1, C2; D1, D2) were observed, which indicates that multiple
modes are involved in the interference fringe patterns. It can be seen that frequencies A1 and B1
are the dominant frequencies for both samples with an almost equal value of frequency, which
confirms that they originate from the ARROW effect since the ARROW-induced resonant dip
frequencies are independent on the length of the HCF. Dips at frequencies A1 and B1 disappear
in water, hence ARROW dips are not observed in these transmission spectra. Dips at frequencies
C1 and C2 shift to higher frequencies (D1 and D2) with the increase of HCF length, which is
consistent with the behavior of MZI dips [34]. All the above evidence leads to the conclusion
that both ARROW and MZI guiding mechanisms are simultaneously excited in such a SACHCF
structure. It is noted that in addition to frequency A1, some other frequencies disappear in
water, these frequencies are related to transmission ripples which could be attributed to the
non-uniformity of the ring cladding thickness or some inter-mode interferences [35–36].
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Fig. 3. FFT spatial frequency spectra corresponding to the transmission spectra shown in
Fig. 2.

As can be seen in Fig. 2, there are a large number of transmission dips in the measurement
range from 1500 nm to 1700 nm. It is necessary to determine which dips are the most appropriate
to sense temperature, while demonstrating insensitivity to other environmental parameters. For
this purpose the sensors’ responses to a large applied strain were first measured. The spectral
responses to strain are very complex, as shown in Fig. 4, where some of the dips shift to a shorter
wavelength while some others move to a longer wavelength with an increase in strain, for example
the dips at 1544.6 nm and at 1615.8 nm for S-707 and the dips at 1584.8 nm and 1611.2 nm for
S-866. The wavelength regions for these dips are indicated by dashed black rectangles in Fig. 4.
There are also some dips in Fig. 4 (indicated by pink shading) which have no obvious wavelength
shift but which show intensity changes for both samples under a wide range of strain variations
from 0 to 3000 µε. These dips are suitable for strain independent temperature measurement, and
further investigations on their sensing performances to curvature and twist were thus carried out
as discussed below.

Fig. 4. Measured transmission spectra of S-707 and S-866 under different strains of 0 and
3000 µε.
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Figures 5 and 6 show examples of the measured transmission spectral responses of S-707 and
S-866 subjected to changes in strain, temperature, curvature and twist. There are four major
dips in the measurement range, which are denoted with the numbers 1, 2, 3, 4 and 1’, 2’, 3’,
4’ for sensors S-707 and S-866 respectively. It can be seen that all dips experience red shifts
with an increase in temperature for both samples. In contrast, the spectral response to strain is
much more complex where dip 2 is split into two dips with the increase of strain while a reverse
transformation occurs for dips 2’ and 3’. Dip 4’ has the largest wavelength shift among all dips
whilst other dips for both samples have very small wavelength shifts with variations in the applied
strain. All dips show no obvious wavelength shift but intensity changes under the influence of
bending (curvature) and twist. In order to better demonstrate the dip shifts, Figs. 7 and 8 show the
magnified spectral changes of dips 1 and 1’ for sensors S-707 and S-866 respectively. These two
dips were selected because they have the best sensing performance among all dips, showing high
temperature sensitivities but most importantly ultra-low cross sensitivities to strain, curvature
and twist. (As will be demonstrated in comparison with other authors’ work in Tables 1 and 2 to
be discussed later in this paper).

Fig. 5. Measured transmission spectral responses of S-707 under different strains, temperatures, curvatures and twist angles.

Figure 9(a) and (b) plot the wavelength shifts versus multiple parameters variations for dips 1 of
S-707 and 1’ of S-866, respectively. Both dips display linear wavelength shifts with temperature
increase. When strain, curvature and twist were applied, both dips remained almost fixed with
very tiny wavelength variations. In this work, the sensitivity of a dip is defined as:
S=

∂λ
∂P

(6)

where λ is the dip wavelength and P is one of the environmental variables under test, for
example, temperature. If the measured wavelength shift changes linearly with variations of tested
environmental parameters, the sensitivity can be obtained from the slope of the linearly fitted
curve. However some of the dips have little variations with the change of parameters, those little
variations are poorly linearly fitted and hence the standard deviation (Std) of the measured data is
calculated. Since the Std is very small (less than 100 pm) for all parameters tested, ∂λ in Eq. (6)
could be approximated with two times of Std during the test. In this work, we define a positive
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Fig. 6. Measured transmission spectral responses of S-866 under different strains, temperatures, curvatures and twist angles.

Fig. 7. Magnified transmission spectral responses of dip 1 of S-707 under different strains,
temperatures, curvatures and twist angles.
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Fig. 8. Magnified transmission spectral responses of dip 1’ of S-866 under different strains,
temperatures, curvatures and twist angles.
Table 1. Selected dips’ sensitivities to multiple parameters and their linear fit
correlative coefficients (R2 ). R2 is replaced with the standard deviation (Std) of the
measured data when the coefficient is less than 0.8.
S-707

Sensors

S-866

Dip 1

Dip 4

Dip 1’

Dip 4’

Temperature (pm/°C)

31.6

34.9

29.9

26.6

R2

0.9977

0.9979

0.9986

0.9990

Strain (pm/µε)

−0.01

0.06

−0.06

−0.38

R2 /Std(pm)

13

90

0.9777

0.9988

Curvature (pm/m−1 )

18.25

111

−24.09

−13.87

R2 /Std(pm)

50

0.9791

66

38

Torsion (pm/(rad/m))

−22.55

−13.38

6.50

−14.9

R2 /Std(pm)

59

35

17

39

Table 2. Sensing performance of the proposed SACHCF structure in comparison with other fiber
based temperature sensors.
Sensors

Temperature
(pm/°C)

Strain
(pm/µε)

Curvature
(pm/m−1 )

Torision
(pm/(rad/m))

Ref.

SMF-MMF-SMF

11.16

0.35-0.8

310-10380

/

39,40
3,16

SMF-Seven core fiber-SMF

123

1.02

3000

−400

SMF-Suspended-core fiber-SMF

25

0.08

/

/

6

SMF-MMF-SMF-MMF-SMF

50.65

0.587

14400

/

4,17

SMF-FBG-SMF

10

1.2

/

/

37

Fabry-Perot interferometer

1.3

5.2

/

/

41
7,19

SMF-PCF-SMF

73

0.93

4451

/

Sagnac Interferometer

0.93

21

/

/

42

SMF-SACHCF-SMF (dip1)

31.6

−0.01

18.25

−22.55

This work
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sensitivity as that corresponding to a red wavelength shift while a negative sensitivity is related
to a blue wavelength shift.

Fig. 9. Measured wavelength shifts with temperature, strain, curvature and twist angle
changes for (a) dip 1 of S-707, and (b) dip 1’ of S-866.

Table 1 summarizes some examples of the sensitivities of dips 1 and 4 of S-707 and dips 1’
and 4’ of S-866 to strain (0-3000 µε), temperature (20-80 °C), curvature (0-6 /m−1 ) and twist
(0-90°). As one can see, dip 4 has the best sensitivity of 34.9 pm/°C to temperature. All dips and
peaks show low sensitivity to strain, bending and twist. In particular, dip 1 has the lowest strain
sensitivity of −0.01 pm/µε, dip 1’ has the lowest twist sensitivity of 6.5 pm/(rad/m) and dip 4’
shows the lowest curvature sensitivity of −13.87 pm/m−1 . To further demonstrate the usefulness
of the SACHCF structure and its more universal sensing properties, dip 4’ which shows relatively
large strain sensitivity was also selected to test its sensing performance to all four parameters
in detail. Clearly it shows ultra-low cross-sensitivities to curvature and twist. However, the
relatively large strain sensitivity of 0.38 pm/µε is still low compared to other fiber sensors, for
example, it constitutes only about one third of that for a typical FBG strain sensor [37].
The cross-sensitivity of a temperature sensor to strain, curvature or twist is defined as:
SC =

SP
ST

(7)

where ST is the sensitivity to temperature, SP is the sensitivity to other involved parameters
(strain, curvature, or twist). Using this definition, the cross-sensitivities of dip 1 for example
are −0.00032 °C/µε, 0.58 °C/m−1 and 0.71 °C/(rad/m). Considering that 1 pm is the highest
measurement resolution that could be achieved with a typical OSA, the cross-sensitivity to
curvature, twist and moderate strain can be ignored during the temperature test when using the
sensor proposed in this work.
The complex sensing performances of the different dips can be explained as follows. Based
on Eqs. (2) and (4), the spectral wavelength shift of the ARROW and MZI dips subjected to
temperature and strain variations can be derived using the following equations:
[︄
]︄
AR
∂λdip
1 ∂t
n1 ∂n1 AR
=
+
λdip
(8)
∂T
t ∂T n21 − 1 ∂T
[︄
]︄
AR
∂λdip
1 ∂t
n1 ∂n1 AR
=
+
λdip
(9)
∂ε
t ∂ε n21 − 1 ∂ε
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MZ
∂λdip

]︃
1 ∂∆neff 1 ∂L MZ
λ
(10)
+
∂T
∆neff ∂T
L ∂T dip
[︃
]︃
MZ
∂λdip
n1 pe
MZ
=
+ 1 λdip
(11)
∂ε
∆neff
where ε = ∂L/L, ∂n/n = −pe ε, ∂t/t = −νε. pe is the strain-optic coefficient, ν is the Poisson
ratio. For silica material pe = 0.22, ν = 0.16. Assuming the thermal expansion coefficient (TEC)
and the thermo-optic coefficient (TOC) of silica material are 5 × 10−7 /°C and 8.6 × 10−6 /°C
respectively [20], the calculated temperature and strain sensitivities for ARROW dips at 1580 nm
are 17.87 pm/°C and −0.92 pm/µε respectively, which matches well with the previous report [38].
For MZI dips, the sensitivities are calculated to be 30.2 pm/°C and 0.36 pm/µε, respectively.
Note that both ARROW and MZI dips shift to a longer wavelength as temperature increases,
but they move in the opposite direction when strain is applied. To verify the strain sensitivity
of the MZI dips, strain measurement was performed on the S-707 sensor immersed in water to
eliminate the influence from ARROW dips as shown in Fig. 10. The measured strain sensitivity
of dip 1577.3 nm (0.4 pm/µε) is very close to the theoretical value.
[︃

=

Fig. 10. Measured transmission spectra of S-707 in water under various strains and (b) the
corresponding wavelength shifts. The red line in (b) is the linear fitting of the measured data.

In this work, multiple modes are involved in coupling to produce the final transmission
spectrum, resulting in the superposition of multiple ARROW and MZI dips. The dips which are
not sensitive to strain are most probably observed at the location where a double phase condition
(destructive condition of MZI and resonant condition of ARROW) is satisfied, multiple ARROW
dips and MZI dips are overlapped, resulting in a formation of a new dip with an increased strength.
When an external strain is applied to the fiber structure, the strength of such a new overlapped
dip may decrease (the overlap between the ARROW and MZI dips decreases) or increase after a
certain value (another ARROW or MZI dip joins in). Alternatively the new overlapped dip may
gradually split into two or more separate dips depending on the constituent dips’ sensitivities
to the corresponding parameter and on the degree of their spectral overlap. Evidence could be
found in Fig. 5 and 6 where dip 2 is separating from one strong dip into two or more smaller dips
while multiple smaller dips coalesce into one strong dip (dip 2’) when strain is increased. The
sensitivities of the overlapped dips are influenced by the sensitivities of their constituent dips.
This explains why it is observed that the ARROW dips have a higher sensitivity to temperature
(than theoretically calculated value) close to that of the MZI dips. Since ARROW dips and
MZI dips undergo spectral shifts in opposite directions with an increase in strain, therefore the
overlapped dips have much lower sensitivity compared to each single dip. It is noted that dips
produced by ARROW are removed when they are totally covered in water, in real application,
the sensor head cannot be fixed with glue, However since the proposed sensor structure has a
very compact length in micrometers, so glue fixing on the SMFs close to the sensor head is good
enough. In addition, due to its very compact size and symmetric configuration, the proposed
HCF structure shows very low cross sensitivities to curvature and twist.
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Table 2 compares our measured sensitivities with other fiber structures reported in literature. It
is evident that the proposed SACHCF structure based temperature sensor shows a cross sensitivity
to strain and curvature which is one to two orders of magnitude lower than sensors reported
previously.
4.

Conclusion

In conclusion, a high sensitivity temperature sensor with low cross-sensitivities to strain, curvature
and twist is proposed based on a SACHCF structure. The light guiding principles in such an
SACHCF structure are discussed and it is demonstrated that both ARROW and MZI guiding
mechanisms are excited in the SACHCF structure. When a double phase condition (destructive
condition of MZI and resonant condition of ARROW) is satisfied, the proposed sensor structure
shows excellent temperature sensitivity of ∼31.6 pm/°C but an ultra-low cross sensitivity of
−0.00032 °C/µε, 0.58 °C/m−1 and 0.71 °C/(rad/m) to strain, curvature and twist, respectively.
The cross sensitivities to strain, curvature and twist which are one to two orders of magnitude
lower compared to previously reported fiber optic temperature sensors. The sensor is microsized
and ease of fabrication, it shows great potential for temperature measurement in complex real
environments where multiple parameters are frequently encountered.
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